Tender text
FGA-30

Ground isolator,

compact design, for preventing signal interference and hum loops which may occur, e.g. when connecting PC
sound cards or laptops to an amplifier.

+ Galvanically isolated inputs and outputs

» 2 RCA jacks

* 3.5 mm stereo plug

* Input/output impedance: 20 kQ

* Frequency range: 20-30,000 Hz

* THD: < 0.01%

» Transmission ratio 1:1

* @24 mmx38mm,32¢g

+ Length including connection cable: approx. 40 cm

Specifications:

Description ground isolator

Frequency range 20-30,000 Hz

Input impedance 20 kQ

Output impedance 20 kQ

Transmission ratio 1:1

THD <0.01%

Admiss. ambient temp. 0-40 °C

Dimensions @ 24 mm x 38 mm

Weight 319

Inputs 1 x RCA inline jack L/R,
1 x 3.5 mm stereo plug

Outputs 1 x RCA inline jack L/R,

1 x 3.5 mm stereo plug

Brand: MONACOR

Type: FGA-30

Quantity: 1

Packing dimensions (W x H x L): 0.095 x 0.03 x 0.19 m
Gross weight: 0.05 kg

Net weight: 0.031 kg

Item weight (w/o accessories): 0.031 kg
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