
Components
Cables and Plug-in Connectors

C149

RFT-4
Order No . 05 .0192

RF sheath current filter (hum noise 
suppressor), for suppressing inter-
ference due to sheath currents or poor 
earthing conditions, e .g . reception of 
broadband cable television with 100 Hz 
TVs or hi-fi tuners .  

• Transmission loss: < 1 .5 dB
• Frequency range: 5-1,000 MHz
• Impedance: 75 Ω
• Connection: coaxial RF antenna plug

ACP-2/P
Order No . 15 .0390

ACP-2/J
Order No . 15 .0380

Right-angle coaxial antenna plug 
and jack,75 Ω 
• 2 .4/9 .5 mm
• For connecting TVs, video recorders 

and radios .

 
ACP-2/P = coaxial plug
ACP-2/J = coaxial jack

NTA-193
Order No . 06 .6950

NTA-192
Order No . 06 .6940

Adapters
3 .5 mm jack to RCA plug .

NTA-105
Order No . 06 .2750

Adapter
1 x 3 .5 mm stereo plug to 2 x RCA jack .

NTA-135
Order No . 06 .8100

Adapter
1 x 3 .5 mm stereo jack to 2 x RCA plug .

NTA-195
Order No . 06 .1120

Adapter
1 x 3 .5 mm stereo plug to 2 x 3 .5 mm 
stereo jack .

Adapters

RCA Adapters

RCA Adapters
Gold-plated version, for high-end applications.
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Model Order No. Connection Stereo Mono Position
NTA-178 06 .4130 1 x 6 .3 mm plug to 2 x RCA jack yes - A
NTA-196 06 .1130 1 x 6 .3 mm plug to 2 x 3 .5 mm jack yes - B
NTA-198 06 .1140 1 x 6 .3 mm plug to 2 x 6 .3 mm jack yes - C
NTA-199 06 .2090 1 x 6 .3 mm plug to 2 x 6 .3 mm jack - yes D

Model Order No. Connection Position
NTA-100 06 .1800 2 x RCA jack A
NTA-100P 06 .4120 2 x RCA jack B
NTA-101 06 .2300 2 x RCA plug C
NTA-102 06 .1810 2 x RCA jack to 2 x RCA jack D
NTA-103 06 .2290 RCA plug to RCA jack E
NTA-104 06 .3000 1 x RCA plug to 2 x RCA jack F
NTA-107 06 .3350 3 x RCA jack to 3 x RCA jack G

Model Order No. Connection Position
NTA-706SG 06 .2840 RCA plug to RCA jack A
NTA-707TG 06 .2990 1 x RCA plug to 2 x RCA jack B
NTA-707SG 06 .2590 RCA plug to RCA jack C
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