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SPH-145HQ
Order No . 10 .1420

High-quality hi-fi bass-midrange speaker, 50 W, 
8 Ω 
• 130 mm (5½“) bass-midrange speaker
• Further development of the classic speaker SPH-130
• Diecast basket
• Rear-ventilated centering spider and drilled pole core 

for minimum mechanical loss
• High-quality, low-resonance paper cone
• Low-loss rubber surround
• Wide and linear radiation range
• Ideal for 2-way systems, D‘Appolito arrangements and 

as a midrange system in large column speakers

SPH-135KEP
Order No . 10 .2410

Hi-fi bass-midrange speaker, 50 W, 8 Ω 
• Kevlar cone
• Phase plug
• Also to be used as a bass-midrange speaker in small 

bookshelf speaker systems providing a deep bass 
reproduction

• Optimum sound source for the entire vocal range 
above 200 Hz

SPH-5M
Order No . 10 .5530

Hi-fi bass-midrange speaker, 40 W, 8 Ω 
• High-quality hi-fi bass-midrange speaker of long 

excursion
• Damped low-resonance polypropylene cone
• Robust diecast aluminium basket of an elegant design 

with 6-hole screw connection
• Magnet system with drilled pole core and protruding 

rear pole plate
• For general applications in compact bass-reflex, TML 

and closed speaker systems
• Very well-suited also as a midrange speaker in 3-way 

speaker systems

Model SPH-145HQ SPH-135KEP SPH-5M
Impedance (Z) 8 Ω 8 Ω 8 Ω
Frequency range f3-6,000 Hz f3-10,000 Hz f3-4,000 Hz
Resonant frequency (fs) 52 Hz 45 Hz 45 Hz
Power rating (RMS) 50 W 50 W 40 W
Peak music power output (MAX) 100 W 80 W 80 W
Sensitivity 88 dB/W/m 89 dB/W/m 88 dB/W/m
Suspension compl . (Cms) 1 .05 mm/N 1 .23 mm/N 1 .06 mm/N
Moving mass (Mms) 7 .6 g 10 g 11 .73 g
Mech . Q factor (Qms) 3 .07 5 .54 2 .89
Electr . Q factor (Qes) 0 .51 0 .32 0 .47
Total Q factor (Qts) 0 .44 0 .30 0 .41
Equivalent volume (Vas) 9 .4 l 15 .5 l 13,47 l
DC resistance (Re) 5 .8 Ω 6 Ω 6 .3 Ω
Voice coil diameter Ø 25 mm Ø 35 .5 mm Ø 25 mm
Voice coil former aluminium Kapton aluminium
Linear excursion (XMAX) ± 3 .5 mm ± 3 .25 mm ± 3 .5 mm
Eff . cone area (Sd) 80 cm2 95 cm2 95 cm2

Mounting cutout Ø 119 mm Ø 122 mm Ø 121 mm
Dimensions Ø 145 mm x 66 mm 133 x 133 x 75 mm Ø 150 mm x 75 mm
Weight 0 .739 kg 1 .62 kg 1 .305 kg
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