
I116 Full specifications can be found on our website www.monacor-international.com.

NR-20KS
Order No. 0161000

Horn speaker 
• Moisture-proof
• 8 Ω speaker system

NR-15KS
Order No. 0160220

Horn speaker 
• Aluminium version
• Moisture-proof
• 8 Ω speaker system

NR-12KS
Order No. 0160210

Horn speaker 
• Aluminium version
• For open-air events, industrial use, in workshops
• Moisture-proof
• 8 Ω speaker system

NR-18KS
Order No. 0160990

Horn speaker 
• Moisture-proof
• 8 Ω speaker system

Speakers
Horn Speakers

Model NR-20KS
Total power rating 10 W
Power rating (RMS) 5 W
Frequency range 800-7,000 Hz
SPL 103 dB/W/m
Admiss. ambient temp. 0-40 °C
Dimensions Ø 90 mm x 105 mm
Weight 0.39 kg

Model NR-15KS
Total power rating 15 W
Power rating (RMS) 8 W
Frequency range 350-12,000 Hz
SPL 100 dB/W/m
Admiss. ambient temp. 0-40 °C
Dimensions 210 x 150 x 195 mm
Weight 0.923 kg

Model NR-12KS
Total power rating 12 W
Power rating (RMS) 6 W
Frequency range 350-12,000 Hz
SPL 100 dB/W/m
Admiss. ambient temp. 0-40 °C
Dimensions Ø 160 mm x 155 mm
Weight 0.85 kg

Model NR-18KS
Total power rating 10 W
Power rating (RMS) 5 W
Frequency range 1,200-7,000 Hz
SPL 98 dB/W/m
Admiss. ambient temp. 0-40 °C
Dimensions 80 x 100 x 60 mm
Weight 0.37 kg




